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^= (54) Title: DRIVE FOR A SWITCHING DEVICE 
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(57) Abstract: In a drive for a switching device, stored 
energy is converted into a rapid switching movement and 
a switching body is hence activated. According to the in- 
vention, an energy conversion occurs as a result of an un- 
derwater electrical discharge, by the application of stored 
electrical energy in order to evaporate a drive medium, by 
means of which an exclusive pressure is generated for op- 
erating the switching body. The advantage is presented of 
the possibility of the complete recondensation/recombina- 
tion of the working medium and a greatly increased lifespan 
compared to a conventional explosive drive. 

(57) Zusammenfassung: Beim Antrieb fur ein 
Schaltgerat wird gespeicherte Energie in eine schnelle 
Schaltbewegung umgesetzt und damit ein Schaltorgan 
aktiviert GemaB der Erfindung erfolgt eine Energieum- 
setzung auf der Basis einer Unterwasserfunkenentladung, 
bei dem elektrisch gespeicherte Energie eingesetzt 
wird, urn ein Antriebsmedium zu verdampfen, womit 
ein Exklusivdruck zur Betatigung des Schaltorgans 
erzeugt wird. Vorteilhaft ist dabei die Moglichkeit 
der vollstandigen Rekondensation/Rekombi nation des 
Arbeitsmediums und eine erheblich groBere Lebensdauer 
als bei einem bekannten Explosionsantrieb. 
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